Your requirements are already behind. Al can close the gap.
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Requirements Engineering: Drowning in Change

Six months ago, the specification was nearly finished. Then a regulation update landed. Three change requests came
in over the same week. A new product variant got added to the program. The traceability audit found gaps everyone
had been planning to fix “soon”. The backlog grew faster than anyone could close it.

If you work in requirements engineering for regulated products, whether automotive, industrial, defense or energy,
you have probably lived this. The bottleneck is throughput, not tooling.

The Weight of Legacy

Most programs don't start from scratch. They inherit a requirements base. Sometimes a few hundred items,
sometimes tens of thousands. Some have been updated for the new program. Many have not. Some still carry
assumptions from regulations that have since changed.
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Inherited. Inconsistent. Still Active.
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Type-approval rules in the EU. Federal safety standards in the US. The compliance frameworks taking shape across
the Middle East and Asia. They rarely line up, and every market adds its own obligations. Each one has to be traced
down through system and component levels. Meanwhile change requests pile up faster than they get worked off,
contradictions slip in between requirement layers where nobody is looking, interface names diverge from what the
architecture actually defines, and the rationale and verification criteria nobody had time to update last quarter are still
missing this quarter.

The team knows what good looks like: clean specs, audit-proof traceability, no silent contradictions between layers,
rationales and verification kept current. Volume is the problem. They spend more time maintaining documents than
making engineering decisions.

What Al Actually Does Today

None of what follows is theoretical. These are jobs running every day inside live engineering programs.
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Source clauses — testable system + Reuse / update / obsolete Stakeholder — system - component »
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Contradiction Analysis Change Request Packages Rationale & Verification
Inconsistencies, ambiguities, Drafted to template, with affected Rationales, methods, acceptance
missing edge cases caught early. reqs and impact assessment. criteria as first-class artifacts.
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Regulatory decomposition. Take a UN regulation or a national standard. The Al walks through the clauses, picks
out what is applicable, builds testable obligations at the system level, then decomposes them down to component-
level requirements with traceback to the source clause. Days of team work comes out drafted within hours.

Quality rework at scale. Every requirement in the set, whether the set is two hundred items or twenty thousand, gets
classified: reuse, update, retire. Each one is then checked against the project’s own style guide, the naming
conventions, the testability rules. The whole set, not only the requirements that happen to be in scope this cycle.

Traceability and coverage. Stakeholder requirements get traced down through system and component levels into
implementation, gaps are surfaced, and the trace matrix comes out as a side-effect. Every link is sourced and
auditable.

Contradiction and consistency. The Al pulls behavioral models and transition logic out of specification prose, then
looks for what doesn’t add up. Contradictions between requirement layers. Ambiguous wording. Missing edge cases.
The issues that normally hide until integration testing surface during specification review instead.

Change requests. When new gaps come in, the Al drafts the change request package: affected items, proposed
wording, impact across the requirement tree. The engineer reviews, edits, submits.

Rationales and verification. The “why” behind each requirement, the verification method, the acceptance criteria
stay current. They get updated whenever the requirement they belong to changes, instead of the usual situation
where they are three revisions out of date.



Al in the Requirements Loop
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Across all of these, the labour split is the same. Al does the volume work and the cross-checking. The engineer
makes every judgement call. Nothing reaches the customer without engineer sign-off.

Why This Is Not a Self-Runner
This is also where most Al initiatives quietly fail.

MIT research shows that 95% of enterprise GenAl pilots produce no measurable business impact. That is not
because the models can’t do the work. Today’s foundation models, including the European-hosted, TISAX-compliant
deployments we run customer projects on, have the analytical and linguistic capability that requirements engineering
needs.


https://mlq.ai/media/quarterly_decks/v0.1_State_of_AI_in_Business_2025_Report.pdf

We’'ve measured this directly. At REConf 2025, our team published a comparison of two LLM approaches to
requirements review and generation against industrial datasets. Most of the generated requirements were rated
correct, useful, and an improvement over the baseline by the human reviewers. In most cases, though, the engineer
still had follow-up work to bring them to release quality. The capability was clearly there. The value lived in the
methodology around it. A year of running these workflows in active customer programs since has only sharpened that
picture, and the methodology has matured with every project.

What separates the deployments that work from the pilots that don’t is everything around the model. Project context
that is actually relevant to the question being asked. Prompts written by someone who has done the engineering work
themselves. A validation loop that catches the wrong answers before they propagate. The discipline to correct the Al
once and have that correction stick across every requirement level it touches, not just the one you happened to

notice.
The Al is a power tool. Whether it makes anything depends on who is holding it.
The Integration Lever

Al delivers at any level of integration. You can drop it next to your existing toolchain with very little setup and still get
value. The deeper it can reach into authoritative sources, though, the better it gets. Working off a stale export, it is
slower and it misses things. Reading the live state of requirements, architecture, interfaces and signal definitions, it
catches more, traces more, drafts more accurately.



